
  METABOX Drawer Adjustments

Regular Drawer - Height Adjustment

Deep Drawer - Gallery Rail Adjustment

1.  Attach front bracket.

2.  Tighten screws.

1.  Release screws.

2.  Adjust front

3.  Tighten screws

1.  Release upper screw.

2.  Adjust front (cam).

3.  Tighten screw.

1.  Release screw.

2.  Adjust front.

3.  Tighten screw.

Height AdjustmentSide Adjustment

+1.8mm

+1.5mm

+1.8mm

Tilt Adjustment
Gallery Removal

1.  Detach gallery at back.

2.  Swing parallel to front.

3.  Pull out dowel.

1.  Insert front bracket.

2.  Tighten screw.

1.  Insert gallery rail into front.

2.  Swing open to fasten.

3.  Clip gallery rail on at back.

3. Move drawer to desired
    height.

4. Close clip to tighten front.

5. Tighten cam.

Side Adjustment

1. Loosen top and bottom
    screws.
2. Move drawer side to side
    for desired placement.
3. Tighten screws.

2. Pry open side

    drawer clip from

   bottom of clip.

Remove Cover Cap before

adjusting.

1.  Loosen Cam.

 Assembly of Center Profile

 Standard Drawer Assembly

    ROLL-OUT
Front Assembly
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